CD RS LINE DRIVER/CONVERTER RS232/RS485-422

TECHNICAL DATA DIMENSIONS
Power Supply 120-240Vac + 10% f 4mm
\Voltage Power/Freguency 50 - 60 Hz
Input / Output standard RS232 / RS485 - RS422 0000
Consumption 5VA o £
Panel Assembling DIN Rail mounting or bulk Head fixing E 8 £
holes < E
LED Input and output data transfer indication -
RS232 Connection Front unit connector
RS485/422 Clionnection Screw termina:s 0000
Power Supply Connection Screw terminals
Operating Temperature 0-50 °C —EL
<430 mm+ 120 mm
Storage Temperature -20 - +70°C
SELECTABLE CONNECTIONS
COMMUNICATION ﬂ ﬂ
TYPE RS 485
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CD RS
HOW TO ORDER YOUR CD RS
Order Code CDRS/---[---]M-
S GND GND 5
Model S 3 Ry % 3 PC
Input type Tx Rx 9 PINS
Output type 2 > cT:ggNEc.
Manual type
MODEL
RS Converter | N | 110 |220 | G |
INPUT f.\
Code Description R x2|lg®
232 RS232 3% e
ee| PC
OUTPUT @ ®|:rns
Code Description S GND GND7 @ @ | SO
485 RS485 3 o®
RXx . .
422 RS422 [ ]
2T Se
MANUAL TYPE P [ ]
Code Description *®
1 Italian Manual | N | 110 |220 | G |
2 English Manual
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